**************** 



-k t^^ 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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'Step Out From the Old to the New" 
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Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 
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IS 1 688} w 1973 




Indian Standard 

SPECIFICATION FOR 

BALLAST SCREEN 



( Reaffirmed 2006 ) 



1. Scope — Lays down the requirerneints for ballast screen. 

2. tit! mansions 
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ENLARGED SECTION A A 



Alldimenslons in miilt metres. 



2.1 ro/erances — Tolerances on untoleranced dimensions shall beirccording to best prevalent manufac- 
turing practices, ..^. :.':.: 
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15:6883-1973 
3. Material 

3.1 frame — Ught gauge structuifl steot section conforming to 18:81^-1966 ' Speottieation for cold 
formad light gauge structural steel sections ( revised ) \ 

3.2 Sfan</— Steel conforming to C20 of 18:2073-1970 ' 8pecification for carbofi steel black bars 
for production of machined parts for general engineering purposes {first revisior} ) ',■ 

3.3 Stiffeners — Sxee] conforming to 18:226-1969 'Specification for structural steel (standar^l quality) 
( fourth revision ) *. 

3.4 5cree/J — Expanded metal steel sheet REF, NO. 34 conforming toJS: 41 2-1962 ' SpecifiGatibt\40f 
i»xpanded metal steel sheets for general purposes { revised ) '. '^ 

'4* Marking — The ballast screen shall be marked with the manufacturer's n§me, initials or recognized 
trade-mark. 

44 ISI Certiftcatidn is/lariiing — Details available with the Indian Standard$ Institution, New Delhi 1 . 

5. Packing — The ballast screens shall be packed in accordance with the Best prevalent trade practices. 

^. * 'i 

6. Sampling — Unless otherwise agreed to between the supplier and the purchaser, the procedure 
given in IS :-2500 ( Part I ) - 1963 ' Sampliag inspection tables: Part I inspection by attributes and by 
count of defects ' shall be followed for sampling inspection. 

6.1 For dimensions, the sampling plan with inspection level III and acceptable quality level (AQL) 
2-5 percent given in Tables 1 and 2 of IS ; 2500 ( Part I ) - 1 963 shall be followed. 



rJCPLANATORY NOTE 

This sfanlij^|^ft|ji|$X^ screens employetl mostly by the Indian Railways for screening 

the ballast in iailvra?3ni^^ This standard is based on the South Eastern 

Railway drawing Cp.S. No. 9/SE/59 S4i*pballast 4' -0' x 3' -C with stand. 



rrmted at Dulht Printers. Dtthi S, Indm 



